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 TH-VC 1425 

Ash Vac 
 

Art.-No. 23.516.31 
 

Features 
 

 Carrying handle (1) 
 Metal strenghtened suction hose (2) 
 Quick release fastener (3) 
 Aluminium suction tube (4) 
 Wheels (5) 
 Filter cartridge (6) 
 Filling level indication 
 Cable winding (7) 

 

Technical Data 
 

 Mains voltage: 230 V ~ 50 Hz 
 Motor power: 700 W 
 Suction power max.: 140 mbar 
 Suction quantity: 45 l/ s 
 Suction hose diameter: 38 mm 
 Suction hose length: 1 m 
 Tank volume: 25 l 
 Product weight: 3.7 kg 

 
Logistic Data 
 

 Net weight: 4.4 kg 
 Gross weight: 5.5 kg 
 Packing dimensions: 330 x 328 x 480 mm 
 Bar code: 4006825 585407  
 Sales Unit: 1 pc 
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The ash vac is suitable for suction of cold ash or cold wastage of chimneys, wood stoves and barbecues. After 
application the ash vac can be simply emptied and washed out with water. With the filter cartridge the ash vac is also 
suitable for fine ash dust. Equipped with own engine the ash vac can be used independently of further devices (vacuum 
cleaner). 
 


