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Log splitter  Art.-No.:  34.320.40 

HSP 6/104 Bar code: 4006825535105 

 Sales unit: 2 pcs/pallet 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Features: 
 
- Splitting wedge (1) 
- Adjustable log holding plates (2) 
- 3-fold height adjustable working table made 

of checkered sheet steel (3) 
- Stable wheels for easy transport (4) 
- Powerful 230 V engine (5) 
- On-/Off switch with no-load actuator and 

emergency stop function (6) 
- Transport handle (7) 
- Adjustable splitting wedge height 

Technical data: 
 
- Motor: 230 V ~ 50 Hz 
- Power: 2.2 kW 
- Splitting force: 6 t 
- Cylinder stroke: 480 mm 
- Log length: 150 – 1,040 mm 
- Log diameter: 100 – 320 mm 
- Filling quantity oil tank: 2,5 – 4 l 
- Weight: approx. 104 kg 
- Packing dimensions: 1,055 x 575 x 545 mm 
 

Powerful log splitter with a splitting force of 6 to splits wood with log length up to 104 cm by a 3-fold height adjustable 
working table. By two stable wheels in the metal frame the log splitter is easily to transport. Large plastic guide 
brackets between moving column and lower column care for little wearing and longevity. By individual adjustment of 
the return height from the spitting wedge a fast work progress is ensured.  
 


