
 

Abbildungen können nicht im Serien-Lieferumfang enthaltenes Zubehör darstellen / Illustrations can contain accessories, which are not included in standard extent of delivery. 
Abbildungen ähnlich, produktionsbedingte Abweichung vorbehalten / Illustration similar (in design), production-wise modifications reserved.  
File: S:\shared-pool\Product-Documentation\T-Produktbeschreibung\30_n0t\Originale_Englisch_PA04\3653323_01017.doc 
Erstelldatum/create date: 03.06.2008 15:45:00Aktualisiert/up dated: 09.07.2008 

 

Greenhouse Art.-No.:  36.533.23 

ORANGERIE 4/10 Bar code: 4006825543179 

 Sales unit: 1 pc 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Features: 
- Extra robust, completely anodized matt-finished aluminium 

profiles 
- Additional angle profiles and wind bonds for a maximum 

reinforcement 
- High-quality ground corner-profile made of aluminium die-cast 
- Polycarbonate sheets 10 mm, impact and shock resistant, 

resistant to ball throw, UV-resistant, temperature resisting -25°C 
to +60°C. 

- Wide double wing-door, with addiational window sash, of each 
one wing is separable 50:50 to vent the house 

- Extra high floor sweep (no additional base necessary) 
- 4 drain gutters 
- Additionally 2 window sash on the back side to vent the house 
- Device for padlock 
 

Technical data: 
- Dimension incl overhang LxB: 608.3 x 251.6 cm 
- Eaves height: 189 cm 
- Ridge height: 263.5 cm 
- Door height (clearance): 178.5 cm 
- Door breadth (inner width): 108.2 cm 
- Floor space appr.: 13.5 m² 
- Net weight: approx. 202 kg 

The robust greenhouse (5 panels – double door) is made of corrosion resistant and weather proof, anodized aluminium 
profiles and a UV-resistant 10 mm strong polycarbonate sheets.  
For it has a wide double wing-door, the greenhouse can be entered comfortably.  
The greenhouse can easily be set-up quickly and has to be anchored in the ground at fix given places (ground anchors 
are available as accessory).  
The greenhouse is snow load tested with 50 kg/m² and wind load tested with 25 kg/m². 
Construction front- and rear wall as octagon with 1 x 2 und 1 x 3 field module. 


